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Defoamer for Metal Working Fluids
Mineral oil-free defoamer with pronounced foam-suppressing properties. It can be used for
defoaming water-mixed cooling lubricants, but is only used for post-defoaming.

• free of silicones
• universal usefull
• homogeneous blendable
• relative good resiatant against alkaline fluids and gases
• may be used repetedly over long times
• prolonged foam decay

• optimal dosage should be determined by pre-tests
• as additive to water based cooling fluids
• Use a pre-diluted form (e.g. with 2-10 parts water) to get a good dispersion. The attainable
anti foam effect depends on concentration and total condition of the emulsion. It is advisable
to add first antifoaming agents little and afterwards as much, until sufficient foam decay is
reached. Should to the return flow of the system be given, in order to obtain an unique
disersion. With spraying an immediate decay of the foam is reached. It can also be added with
automatic dosage systems.
• as additive to care products, washing fluids, plastic cleaners

Characteristics

Applications

Technical Datas
whiteColor
ca. 7-pH-value
SynthetischBase Fluid
640mm²/sViscosity 40°C
1000kg/m³Density 40°C
> 100°CFlash Point COC
0,1-0,5%Concentration recommended
meets (*)No Allergene
meets (*)No GMO
+Pack Size can 5 l
+Pack Size drum 25 kg
340399Customs tariff number

(*) We do not have a direct approval. The product is manufactured solely in accordance with the spec. Therefore, compliance with the
parameters specified in the spec cannot be guaranteed.

The content of this manual is based on our current knowledge and experience in the development and manufacture of lubricants. Because of the complexity of tribological systems, the effect of our products
depends on many parameters, which we cannot assess and which influence we cannot evaluate. For this reason general statements about the function of our products are not possible. The information in this
manual, therefore, contains non-binding guidelines, which should give the technical trained reader information on possible applications. The information in this manual does not include property assurances or

warranties or guarantees to the properties or suitability of this product in a specific application. Prior to its use it is absolutely necessary to test this product in the application to ensure that the product and its use
is safe, economical and fully suitable. It should proceed with due diligence. We reserve the right to change the information in this manual at any time and without notice. All previous versions of this manual are

no longer valid. Updating : 10.11.2025


