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Corrosion protection additive sodium sulfonate
Highly concentrated anti-corrosion additive based on sodium sulfonate, very soluble in mineral
oil and synthetic oils. Used mainly as a corrosion and rust protection additive. In combination
with other additives, it is used to formulate high-quality hydraulic and industrial oils, greases,
metalworking fluids and engine oils.

• mixable with mineralic solvents
• compatible with PAO synthetic oils
• compatible and mixable with mineral oil
• free of barium and compounds

• for protection of tools and instruments in storage
• optimal dosage should be determined by pre-tests
• as additive to corrosion fluids
• as additive to cleaners
• as additive to industrial oils
• for protection of steel tubes and profiles at outside storage
• as corrosion preservative
• for the sealing of hollow spaces
• for the long term conservation of machines, machine parts f.e. in case of shipping

Characteristics

Applications

Technical Datas
brownColor
brownColor
500molecualr weight
1000kg/m³Density 40°C
110°CFlash Point COC
1-10%Concentration recommended
34%Content Mineral oil
+Pack Size can 5 l
+Pack Size drum 200 l

Indicated protection times are approximate and may vary drastically in certain applications or under certain conditions, which is why they
have to be confirmed in tests carried out by the user in each individual case.

For further information, please see our website www.molyduval.com or consult your local representative.
The content of this manual is based on our current knowledge and experience in the development and manufacture of lubricants. Because of the complexity of tribological systems, the effect of our products

depends on many parameters, which we cannot assess and which influence we cannot evaluate. For this reason general statements about the function of our products are not possible. The information in this
manual, therefore, contains non-binding guidelines, which should give the technical trained reader information on possible applications. The information in this manual does not include property assurances or

warranties or guarantees to the properties or suitability of this product in a specific application. Prior to its use it is absolutely necessary to test this product in the application to ensure that the product and its use
is safe, economical and fully suitable. It should proceed with due diligence. We reserve the right to change the information in this manual at any time and without notice. All previous versions of this manual are

no longer valid. Updating : 16.09.2024


