
MOLYDUVAL
Additiv PK Lift

Additive for Better Sliding Properties
Ester-based additive concentrate for improving the lubricating properties of hydraulic oils in
hydraulic cylinders. Reduces the risk of the stick-slip effect, the breakdown of the lubricating
film at low sliding speeds.

• high temperature resistance
• compatible with mineral oil
• reduces risk of Stick-Slip-effect
• free of chlorine
• free of harmful components (acc to Gefahrstoffverordnung)
• compatible with many conventional synthetic oils
• universal usefull
• homogeneous blendable
• good effectiveness
• minimum mist formation
• good air release characteristics, effective air release without excessive foaming
• low working temperature caused by low friction

• optimal dosage should be determined by pre-tests
• as additive to gear oils
• for hydraulic lifts and ramps
• as additive to hydraulic fluids, stops jerking.
• as additive to roll oils

Characteristics

Applications

It is typically added to the hydraulic system at the concentration specified in the table.
Premixing with a small amount of hydraulic oil would be beneficial if possible.

instructions

Technical Datas
brownColor
MinBase Fluid
35mm²/sViscosity 40°C
920kg/m³Density 40°C
2%Concentration recommended
+Pack Size can 5 l
271019Customs tariff number

The content of this manual is based on our current knowledge and experience in the development and manufacture of lubricants. Because of the complexity of tribological systems, the effect of our products
depends on many parameters, which we cannot assess and which influence we cannot evaluate. For this reason general statements about the function of our products are not possible. The information in this
manual, therefore, contains non-binding guidelines, which should give the technical trained reader information on possible applications. The information in this manual does not include property assurances or

warranties or guarantees to the properties or suitability of this product in a specific application. Prior to its use it is absolutely necessary to test this product in the application to ensure that the product and its use
is safe, economical and fully suitable. It should proceed with due diligence. We reserve the right to change the information in this manual at any time and without notice. All previous versions of this manual are

no longer valid. Updating : 12.09.2025


